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Partner Bertin Technologies

Bertin Technologies is een wereldwijde leverancier van geavanceerde
oplossingen voor stralingsdetectie en milieumonitoring, gespecialiseerd in
handmonitoren, persoonlijke elektronische dosismeters,

milieumonitoringsystemen en afval- en recyclingbeheertechnologieën. Hun instrumenten zijn
ontworpen om te voldoen aan de strenge eisen van nucleaire faciliteiten, emergency response teams
en milieu-instanties.

Product offering

Model 057A Triple
Modality 3D

Abdominal Phantom –
CIRS

Model 053S, 053L and
053L-EF Ultrasound
Prostate Training
Phantom – CIRS

Model 053-I
Ultrasound Prostate
Training Phantom –

CIRS

Model 600 3D
Sectional Torso
Phantom – CIRS
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Medische beeldvorming / Radiologie › QA fantomen

Model 057A Triple Modality 3D Abdominal Phantom –
CIRS

The CIRS Triple Modality 3D Abdominal Phantom is
constructed of a self-healing formulation of Zerdine®(1) that
allows multiple biopsy insertions with minimal needle
tracking, and is ideal for demonstrating image-guided
navigation technologies.

Abdominal imaging is useful for diagnosing disease and monitoring treatments.  The Model 057A is
representative of a small adult abdomen and can be imaged under CT, MR and ultrasound.  This
feature makes the phantom a useful tool for applications such as image fusion studies; imaging
protocol developments; scan technique training; and system testing, validation and demonstration.

The Model 057A simulates the abdomen from approximately the thorax vertebrae (T9/T10) to the
lumbar vertebrae (L2/L3) using simplified anthropomorphic geometry.  The materials provide contrast
between the structures under CT, MR and ultrasound. The solid polymer background gel will not leak
when punctured.*

Internal structures include the liver, the portal vein, two partial kidneys, a partial lung, the abdominal
aorta, the vena cava, a simulated spine and six ribs. The liver has six lesions and the kidneys each
have one lesion.  A muscle layer and outside fat layer surround these structures and plastic end caps
make the phantom durable enough for extended scanning. Blood vessels have CT contrast added to
provide enhanced auto registration in image fusion applications

The Phantom includes a foam lined hard carry case. To accommodate image fusion techniques, CIRS
can offer value-added options and services such as phantom specific CMM, reference CT or MRI data
sets, attachment of customer specific registration devices and inclusion of special point markers.

Features
Demonstrate CT, ultrasound and MRI scan techniques
Assess image fusion algorithms
Test new equipment
Validate automated biopsy systems
Optimize imaging protocols
Improve performance of freehand abdominal biopsies

Contact our product specialist or download the datasheet.
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Medische beeldvorming / Radiologie › Training fantomen

Model 053S, 053L and 053L-EF Ultrasound Prostate
Training Phantom – CIRS

CIRS designed the Ultrasound Prostate Training Phantom as a
multi-modality disposable phantom developed for practicing
procedures that involve scanning the prostate with a rectal
probe. There are three different models: Model 053S, 053L
and 053L-EF.

The clear, acrylic container contains the prostate along with
structures simulating the rectal wall, seminal vesicles and
urethra.  A 3 mm simulated perineal membrane enables
various probes and surgical tools to be inserted into the
prostate.

This phantom is an ideal training device for ultrasound guided
cryosurgery, radioactive seed implantation, and needle
biopsy.

 

OPTIONS

The phantom is available in three ways. The phantom is available with lesions (053L), without lesions (053S)
and you can order either the standard side-fire configuration or an alternate geometry optimised for end-fire
probes (053L-EF).

MODEL 053S 053L & 053L-EF FEATURES
Includes rectal wall, seminal vesicles, perineal membrane
and urethra
Train for ultrasound-guided cryosurgery, seed implantation
and needle biopsy with one phantom
Compatible with multiple probes and surgical tools
Structures are visible under CT, MRI, ultrasound and
elastography
Gel designed to minimise needle tracking

For more information, go to this page from our partner.

https://www.cirsinc.com/products/ultrasound/zerdine-hydrogel/tissue-equivalent-ultrasound-prostate-phantom/
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If you have any questions…

Contact PEO

https://peomedical.com/nl/contact/
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Medische beeldvorming / Radiologie › Training fantomen

Model 053-I Ultrasound Prostate Training Phantom –
CIRS

The CIRS Ultrasound Prostate Training Phantom (model 053-I)
is a disposable phantom perfect for practicing permanent
seed implantation procedures. It contains several unique
features to assist the teaching and learning process.

The simulated perineal membrane permits needle insertion
with realistic resistance. In addition, the area below the rectal
wall is a clear gel to permit visualisation of probe orientation.

PROSTATE TRAINING PHANTOM FEATURES
Perineal membrane for needle insertion with realistic resistance
Assess image fusion algorithms
Test new equipment
Optimize imaging protocols
Improve performance of freehand abdominal biopsies

For more information about prostate phantoms, visit our partner’s website!

https://www.cirsinc.com/products/ultrasound/zerdine-hydrogel/tissue-equivalent-ultrasound-prostate-phantom/
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Radiotherapie › QA fantomen

Model 600 3D Sectional Torso Phantom – CIRS

The Model 600 3D Sectional Torso Phantom has been
designed for providing an accurate simulation of an average
torso (22 cm posterior-anterior thickness) for medical imaging
and dosimetry applications.

Model 600 3D Sectional Torso Phantom features:
can be configured to accommodate a multitude of dose measurement media
usable on any X-ray imaging or treatment device
includes internal organ structures
ideal for calibration, QA and training purposes when specific internal organs are of interest

Read more about the Model 600 3D Sectional Torso Phantom on the CIRS website

Model 600 3D Sectional Torso Phantom CIRS

http://www.cirsinc.com/products/modality/28/3d-sectional-torso-phantom/
https://gotopeo.com/content/uploads/2021/05/cirs_16_600-ds_peo-1.pdf
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Partner Sun Nuclear Corporation

Sun Nuclear is een toonaangevende leverancier van uitgebreide Quality
Management oplossingen voor bestralingstherapie en diagnostische
beeldvorming. Hun portfolio omvat positioneringssystemen,

dosimetriehulpmiddelen, QA fantomen, detectoren, apparatuur voor dosistempobewaking,
analysesoftware en trainingsfantomen. Deze oplossingen zijn ontworpen om medische professionals
te ondersteunen bij het garanderen van nauwkeurige, veilige en efficiënte patiëntenzorg.

Product offering

Beeldgestuurde
buikbiopsie Fantoom
(model 071B) – CIRS

Model 1425 – Doppler
Flow System – Sun

Nuclear

Model 1430 – Mini-
Doppler Flow System

– Sun Nuclear

Model 164A –
Stereotactic Breast

Biopsy Phantom – Sun
Nuclear

Model 711-HN ATOM
Max Dental &

Diagnostic Head
Phantom – CIRS



PEO Medical Page 10 of 15

Medische beeldvorming / Radiologie › QA fantomen

Beeldgestuurde buikbiopsie Fantoom (model 071B) –
CIRS

Het beeld gestuurde buikbiopsiefantoom is een
vereenvoudigd buikbiopsiefantoom. Het is geschikt voor het
trainen en demonstreren van beeld gestuurde naaldbiopsie-
navigatiehulpmiddelen of -procedures waarbij een constante
visuele referentie vereist is voor het plaatsen van de naald.
Het fantoom maakt in de loop van de tijd vele toepassingen
mogelijk omdat de achtergrondgel de naaldsporen
minimaliseert wanneer deze wordt doorboord.

Het fantoom bevat 12 laesies met een diameter van 5-12 mm,
gepositioneerd in groepen van drie op consistente locaties
binnen het fantoom. Het bevat ook gesimuleerde wervelkolom
en ribben, en een “H”-markering in de wervelkolom om te
helpen bij het bepalen van de kopzijde binnen een CT-beeld.
Je kunt de laesies en wervelkolom zien onder echografie, CT
en MRI. De vaste polymeergelachtergrond is echovrij en zal
ook niet lekken als deze wordt doorboord.

Het fantoom bevat ook een met schuim gevoerde harde
draagtas en is op meerdere terreinen bruikbaar. Het fantoom is
perfect voor CT, echografie en MRI, live scannen en
biopsietraining.

BEELDGELEIDE ABDOMINALE BIOPTIE
FANTOOMFUNCTIES

Verbeter de prestaties van buikbiopten uit de vrije hand
Minimale naaldtracking – Z-huidvetlaag en zachtere gel
zorgen voor betere zelfherstellende eigenschappen
Valideer geautomatiseerde biopsiesystemen
Geschikt voor CT, MRI en echografie

Wil je meer lezen over dit fantoom, kijk dan eens op de website
van onze partner! 

https://www.cirsinc.com/products/ultrasound/zerdine-hydrogel/image-guided-abdominal-biopsy-phantom/
https://www.cirsinc.com/products/ultrasound/zerdine-hydrogel/image-guided-abdominal-biopsy-phantom/
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Medische beeldvorming / Radiologie › QA fantomen

Model 1425 – Doppler Flow System – Sun Nuclear

The Doppler Flow System from Sun Nuclear (formerly
Gammex) tests both Doppler and B-mode ultrasound systems
in a single unit.  The compact, easy to store and transport
designed system combines the flow system, phantom and
electronic flow controller into a single unit. Scanner selection,
quality control testing, training and research can all be
performed using this multi-faceted ultrasound tool.  A wide
range of targets and vessels are included in the unit.

Doppler Flow System features:
the Choice of attenuations of 0.5 or 0.7 dB/cm/MHz
combines low echo matrix with line reflectors and anechoic
cyst targets at 2, 4 and 6 mm depths
two 5mm vessels in the system adhere to FDA Doppler
sensitivity recommendations.
flow controller with a range of 1 to 12.5 ml/sec
5 preset pulse flow patterns

Do you want to know more about the Doppler Flow System?

If you want to continue your search for additional information
on this product try this link.

https://www.sunnuclear.com/products/doppler-ultrasound-phantoms
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Medische beeldvorming / Radiologie › QA fantomen

Model 1430 – Mini-Doppler Flow System – Sun Nuclear

The Doppler Flow System tests both Doppler and B-mode
ultrasound systems in a single unit.  The compact, easy to
store and transport designed system combines the flow
system, phantom and electronic flow controller into a single
unit. Scanner selection, quality control testing, training and
research can all be performed using this multi-faceted
ultrasound tool. A wide range of targets and vessels are
included in the unit.

Mini-Doppler Flow System features:
the Choice of attenuations of 0.5 or 0.7 dB/cm/MHz
includes 404GS LE components with Grey Scale targets
combines low echo matrix with line reflectors and anechoic
cyst targets at 2, 4 and 6 mm depths
two 4 mm vessels in the system adhere to FDA Doppler
sensitivity recommendations.
flow controller with a range of 0 to 10 ml/sec
8 preset pulse rates

Do you want to know more about the Mini-Doppler Flow
System?

If you want to continue your search for additional information
on this product try this link.

https://www.sunnuclear.com/products/doppler-ultrasound-phantoms
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Medische beeldvorming / Radiologie › QA fantomen

Model 164A – Stereotactic Breast Biopsy Phantom –
Sun Nuclear

The Stereotactic Breast Biopsy Phantom form Sun Nuclear
(formerly Gammex) is designed to be used as a training
phantom for performing biopsy procedures.  It provides a
good representation of breast tissue.

Multiple radiopaque lesions are impeded in the phantom to
permit multiple uses of the phantom by different personnel.

Model 164A Stereotactic Breast Biopsy
Phantom features:

made of clear gel encased in a soft vinyl for easy
compression and a skin-like resistance to needle insertion
embedded in the gel are radiopaque lesions ranging in size
for practicing core biopsies
liquid dye filled lesions allow for the practice of fine needle
aspiration
compressible within a biopsy instrument

If you want to continue your search for additional information
on this product try this link.

https://www.sunnuclear.com/products/breast-biopsy-phantom-s
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Medische beeldvorming / Radiologie › QA fantomen

Model 711-HN ATOM Max Dental & Diagnostic Head
Phantom – CIRS

The Model 711-HN ATOM Max Dental & Diagnostic Head
Phantom is a standard of reference for diagnostic radiology of
the head. The phantom has been developed to assist clinical
and technical staff in the monitoring,  selection, verification
and training of scanning parameters common to most
radiological procedures requiring fine anatomical details.

Model 711-HN ATOM Max Dental & Diagnostic
Head Phantom features:

tissue Equivalent from 50 keV to 25 MeV
carrying case included
includes detailed anatomical features
Frankfurt plane identified to ensure proper alignment
positioning stand with six degrees-of-freedom
easy to set up and use

Read more about the Model 711-HN ATOM Max Dental &
Diagnostic Head Phantom on the CIRS website

https://www.cirsinc.com/products/diagnostic-ct/atom-max-dental-diagnostic-head-phantom/
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